






ComPact NSX and NSXm,
even more innovative and efficient
ComPact circuit breakers feature Schneider Electric’s exclusive Roto-Active Breaking System; it reduces the effects of  
short circuits of  your installation.

Today, the ComPact range is optimized with a high level of  breaking capacities, outstanding selectivity and cascading. 
It offers more advanced functions and ergonomic designs for easy installation and operations.

Icu = (kA rms) at 690V AC

Icu = (kA rms) at 415V AC
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Ten performance levels 
HB2 | HB1 | R | L | S | H | N | F | B | E

16A
63A

100A 160A 250A 400A 630A

Type HB2 - 100kA

Type HB1 - 75kA

Type HB2 - 100kA

Type HB1 - 75kA

Type B - 25kA

Type R - 200kA

Type L - 150kA

Type S - 100kA

Type H - 70kA

Type N - 50kA

Type F - 36kA

Type B - 25kA

Type E - 16kA

Type H - 70kA

Type N - 50kA

Type F - 36kA

Type R - 200kA

Type L - 150kA

Type S - 100kA

Type H - 70kA

Type N - 50kA

Type F - 36kA





Made to protect
You can depend on the ComPact range, even in the most stressful of  environments. The ComPact 
range addresses demanding applications, thanks to its high level of  breaking capacities.

Reliability that fits

Compliance with 

international standards 

and for specific 

applications.  

See catalog for details.

•	 An excellent choice for standard  
and specific applications

•	 The highest-rated breaking capacity  
in its class with 100kA at 690V

•	 Quality-certified by independent authorities
•	 Extended breaking capacity available  

in the same space-saving ComPact NSX 
frame size






